FAUCETS

Product Specification
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MILANO BASIN MONO FAUCET WITHOUT POP-UP
FFAS0906-1T2500BT0
FFAS0906-1T2500BT0

BUREAU VERITAS
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Product Specification

Standard Criteria : TIS 2067-2552 / TIS 2066-2552 WIRTFIUGAANNTTIN 4an. 2067-2552 / uan. 2066-2552
Material : Brass Jan : NBAUNADY

Surface : Chrome i qulnnideon

Recommended Water Pressure : 1-5 Bar Lmﬁut‘fﬁﬁmmmu : 1-5 115

Flow Rate at 1 bar : 3.5 L/min Sasmsiuafiusedi 1 1ns 3.5 Aans/undl

N.W. /G.W. : 1.2 kgs. / 1.4 kgs. ﬁwuﬁfnqw% J dhingan - 1.20n./1.4 nn.

Features and Benefits

® Quality Ceramic Valve For Longer Usage

¢ Ceramic cartridge tested = 500,000 times

® Low lead

® Water Saving

¢ Extremely durable
¢ Simple installation

® Easy to use

Remark: *The company reserves the right to change any of the details without prior notice.
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LIXIL (Thailand) Public Company Limited
Head Office 1/6 Moo 1 Phaholyothin Road Km. 32, Khlong Nueng, Khlong Luang, Pathumthani 12120, THAILAND
Sales Office 89 AlA Capital Center (25" floor), Ratchadaphisek Road, Din Daeng, Bangkok 10400, THAILAND

T +66 2-901-4455
www.AmericanStandard.co.th

LIXIL

Link to Good Living



